
Instruction  manual

Cooker Hood

Model  FR60/FR90



In certain circumstances electrical appliance may be a danger hazard. 

G) Disconnect the electrical plug prior to any maintenance.
F) Constantly check food frying to avoid that the overheated oil may become a fire hazard.  
E) Avoid opening gasometer when there is no pan on the stove, as it is damaging for the filters and a fire hazard.
D) Do not flambe under the cooker hood.
C) Do not touch the light bulb within half an hour after appliance use.
B) Do not check the status of the filters while the cooker hood is operating. 
A) There shall be adequate ventilation of the room when the cooker hood is used at the same time as appliances burning gas or other fuels.

H) Regulations concerning the discharge of air have to be fulfilled.
I) When the range hood and appliances supplied with energy, other than electricity are simultaneously in operation. 

The negative pressure in the room must not exceed 4 Pa (4x10¯  bar)5

J)This appliance is not intended for use by persons  (including children) with reduced physical, 
sensory or mental capabilities, or lack of experience and knowledge, unless they have been given
supervision or instruction concerning use of the appliance by a person responsible for their safety.

K) Children should be supervised to ensure that they do not play with the appliance.
L) The range hood is intended to be installed over a hob having no more than four hob elements. 
M) Indoor use and household use only.
N) When the appliance is not in use and before cleaning, unplug the appliance from the outlet.
O) To protect against the risk of electrical shock, do not immerse the unit, cord or plug in water or other liquid.
P) CAUTION: Accessible parts may become hot when used with cooking appliances.

 
Q)  If the supply cord is damaged,it must be replaced by the manufacturer,its service agent or similarly
   qualified persons in order to avoid a hazard.
R) There is a fire risk if cleaning is not carried out in accordance with the instructions.
S) The details concerning the method and  frequency of cleaning.
T) The air must not be discharged into a flue that is used for exhausting fumes from appliances burning  
    gas or other fules.
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When 
drilling 
into wall 
or ceiling, 
do not 
damage 
electrical 
wiring or 
other 
hidden 
utilities.

Information

SELF TAPPING SCREW

Hood installation: 
Put the Hood at the correct 
position, fix the self-tapping with 
washer follow the middle four 
holes on top board inside of the 
hoods. Caution: Take care not to 
damage parts inside the hood.
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If you are installing the hood with 
a duct you will need to provide
a hole for the duct. Please use 
the template provided to locate 
the hole.



Connect the hose (not supplied) with 
the air duct.This hood comes with 

The cooker hood is fully convertible for different venting options.

your kitchen has an attic space 
above, the ducting may be 
run up through the cupboard  
and attic to a roof cap.

The air must 
not be 
discharged 
into a flue 
that is used 
for 
exhausting 
fumes from 
appliances 
burning gas 
or other 
fuels.

Information
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Vertical flue is the most common 
method of installation.If

an adaptor to allow flexibility in 
duct sizes, but should not be less than 
125 mm diameter. 





Information

There is a 
fire risk if 
cleaning is 
not carried 
out in 
accordance
with the 
instructions.
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Replacing Lamp:
    1. Switch off the hoods and remove the plug;
    2.Pull out the telescopic board, take off the lamp and 
    remove the connection unit;
    3.Replace new lamp, turning in a clockwise  direction, 
    fit the connection unit; 

4.The lamps must be replaced by the manufacturer,its service 
agent or similarly qualified persons in order to avoid a hazard.
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HOOD DUCTING GUIDE

Here are some important points to consider when 
choosing and/or installing a range hood:
•	 An	externally	ducted	range	hood	will	generally	

outperform	a	recirculating	range	hood.
•	 We	discourage	the	use	of	flexible	ducting	as	this	

has	a	significant	negative	impact	on	airflow	and	
noise	due	to	turbulence	

•	 caused	by	the	ribs.	Instead	consider	using	semi-
rigid	or	rigid	duct.

•	 Avoid	using	a	narrower	duct	than	specified	as	
this	will	reduce	airflow;	the	best	performance	is	
obtained	when	the	range	hood	is	installed	with	a	
short	duct	with	minimal	bends.

•	 To	determine	the	required	clearance	between	the	
cooktop	and	the	range	hood	always	consult	the	
installation	manual	for	both	the	range	hood	and	
cooktop.	The	required	clearance	is	the	greater	
of	the	distance	specified	in	either	manual	(and	a	
minimum	of	600mm	between	the	highest	point	of	
the	highest	burner	for	gas	cooktops).

•	 Five	metres	is	the	recommended	maximum	length	
for	ducting	(see	diagram	1.).	When	the	ducting	
exceeds	five	metres	in	length	the	installation	of	a	
TD500	or	TD350	in-line	motor	is	required,	which	
must	be	placed	one	metre	from	the	external	vent	
(see	diagram	2.).
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The  manufacturer  shall  decline  all  responsibility if  the  foregoing  
recommendations  and  instruction  regarding  installation,  maintenance  and  use  are  

not  observed  and  respected  when  using  the  cooker  hood.

* The appliances is not intended for use by young children or infirm persons 
unless they have been adequately supervised by a responsible person to ensure 
that they can use the appliance safely. 

* Young children should be supervised to ensure that they do not play with the 
appliance. 


